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USB Cable CBL-L10AC

Overview

Ultra Hi-Spec Long USB Cable 10 m (type A to C).

Features

• USB 2.0, USB 3.0, 3.1 and 3.2 compatibility.

• 10Gbps throughput (USB 3.2 Gen2).

• USB Standard-A (male) to Type-C (male).

• A secured lock structure.

• A flexible adaptor for narrow space installation included.
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Specifications

General Specifications

Description  USB Cable
Cable Type  USB Active Optical Cable
Color  Black
Throughput  10Gbps (USB 3.2 Gen2)
Connector Type  USB Type-A (male) to USB Type-C (male)
Support for USB Bus Power  No
Support for USB PD  No
Length  10 m
Weight  0.5 kg
Dynamic Bend Radius (Min.)  25 mm
Minimum Direct Pull-out Force 45N
Tensile Strength  200N
Crush Road  100 kg
Safety  CB (IEC62368-1), CCC, FDA
EMC  FCC, IC, CE, UK, AN/NZS, VCCI, CCC
Flame Resistance (Certification) NFPA262 (UL910 Plenum)
  IEC/EN62368-1 (EN60332-1-2)
In Operation Temperature -20~70˚C
 Humidity 0%~85% (no condensation)
Storage Temperature -30~75˚C
 Humidity 0%~90% (no condensation)
Yamaha Eco Products  No
Accessories  Owner’s Manual, USB Extension Cable: 250 mm, USB Type-C (female) to USB Type-C (male)


